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Section 520.2 Fabrication and Section 530.9.1 Structural Steel

Add the following:
Steel handrail or safety rail per MAG Standard Detail 145, where not specified in the plans to be galvanized, shall be painted.  The paint system shall be a three-paint coating system in accordance with Arizona Department of Transportation (ADOT) Standard Specification 1002 and shall be listed on the ADOT Approved Product List in Category T-1 or T-2 or shall be an equal to the products so approved and listed.  The paint system shall consist of a primer coat, intermediate coat and top coat.  The primer shall not be applied over a galvanized metal surface.  All surface preparation shall be per specification and manufacturer’s recommendations.  The top coat paint shall have a semi-gloss or gloss finish. The top coat color shall be Federal Standard 595 Color FS 13578.  When matching newly painted surfaces to existing painted surfaces, a physical sample of the colored new paint system on a sample of the new substrate shall be provided to the Town Project Manager for comparison to the existing paint color to be matched.  Existing painted surfaces may have faded since application and may be lighter in color and less glossy than expected.  If an “equal to” paint system product is proposed, it shall be the responsibility of the contractor and/or their vendor to supply sufficient product literature and technical data that shows the comparison to the approved product and specification with highlights, arrows, underlining or similar annotation for review by the Town Project Manager.  No separate measurement or payment shall be made for painting under this provision.  All materials, labor, tools, equipment and incidentals for painting shall be included in the unit price bid for the railing or bid item to which the railing is an included part.    
